
Lead-Free Flow Soldering System

ECOPASCAL SPF Series
Stable Pressure Flow Soldering Machine
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SPF Automatic Flow  Soldering Machine
ECOPASCAL  SPF2 Series

The latest stable pressure flow soldering machine is most suitable for high quality lead-free soldering
 Leading-edge of lead-free soldering technology 
allows uniform pressure for long lasting 
operation.
High flow pressure provides sufficient solder in through-
holes of multilayer boards and significantly reduces missing 
solders and bridges.

■ ECOPASCAL SPF2-300（SPF2-400）Standard Specification

★ For more information on ECOPASCAL, contact us. SMIC is a leading manufacturer of soldering materials with extensive experience and offers advanced Soldering SolutionTM.
★ Design and specifications are subject to change without notice for improvements of system performance. 
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Elimination of stabilizing plate

allows low maintenance

Uniform flow rate
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■ Comparison of 2nd flow wave height in continuous operation

 No clogging with oxides, keeping up a stabilized 
flow wave.
Eliminating a use of stabilizing plate enables smooth 
and stable wave for best soldering process with easy 
maintenance.

 Full-open-body for easy maintenance.
Vertical adjustment of the conveyer rail provides flexibility 
and allows easy cleaning of the pot without removal.

When lowered When raised

■ N2 ambient optional unit（SPF2-400N）

 PLC ＋ PC operation touch panel
Standard touch panel operation allows changing among 
Japanese, English, or Chinese.

 New lineup of 4 models for 300m/m, 350m/m, 400m/m, 
and 24 inches PCB widths.

 On-Pallet flow soldering is also available.
Flow height can be easily set and maintained at 15m/m or 
above.

 Optional upper preheater enables more suffi-
cient heating.

■ PCB carrier, soldering pallet

 Suitable for high thermal capacity devices al-
lowing sufficient heat supply for soldering.
 Flow height can be easily set and maintained at 
15mm or above.

 Capability for high grade nitrogen ambient flow 
soldering.
New N2 full chamber system from preheating to cooling 
zone is also available.

⃝ Dimensions 4,340mm（L）× 1,330mm（W）× 1,560mm（H） ⃝ Board dimensions 50（100）（W）× 100（L）mm to 300（400）（W）× 350（450）（L）mm

⃝ Conveyer
Angle setting：5°

Variable conveyor width by manual operation

⃝ Controller PLC + PC controlled touch panel

⃝ Weight 1,800 kg（approx.） solder included

⃝ Pass line 780mm ⃝ Power supply 3 phase  200V  32.5kw

⃝ Preheater Far infrared rays panel heaters（5kW×4）

⃝ Option

Upper preheating unit, Chiller unit,  

PCB Warp prevention blade, Automatic solder feeding,  

High wave nozzle⃝ Solder bath
Heaters : 0.95kW×12, Anti-splash heater（0.4kW）

Solder（M705E, 390Kg）

© SMIC, 2010
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■ Headquarters:
Senju Hashido-cho 23, Adachi-ku, Tokyo 120-8555, Japan  TEL: (81) 3-3888-5151, FAX: (81) 3-3870-3032
http://www.senju-m.co.jp/

■ Sales Offices:
Hanamaki, Akita, Sendai, Kohriyama, Hokuriku, Suwa, Nagoya, Osaka, Hiroshima, Fukuoka, Oita and Miyazaki

■ Plants: Tochigi, Saitama, Tokyo and Hyogo

■ Laboratories: Tochigi, Tokyo

Overseas Affiliates

Europe
■ Senju Metal Europe GmbH Frankfurt, Germany TEL. (49) 69-2980150
 Praha, Czech TEL. (420) 257-289-500
■ Senju Manufacturing (Europe) Ltd. Bucks, England TEL. (44) 1494-526-000
■ Senju Metal (Italia) s.r.l. Vicenza, Italy TEL. (39) 0444-380789

North & South America
■ Senju America Inc. Great Neck, New York, USA TEL. (1) 516-829-5488
■ Senju Comtek Corp. Campbell, California, USA TEL. (1) 408-963-5300
 Chicago, Illinois, USA TEL. (1) 847-549-5690
 San Diego, California, USA TEL. (1) 858-268-2437
 Guadalajara, Mexico TEL. (52) 33-3770-2314
■ Senju Comtek do Brazil Ltda. Campinas, SP, Brazil TEL. (55) 19-3254-2572

Asia
■ Senju (Malaysia) Sdn. Bhd. Selangor, Malaysia TEL. (60) 3-5191 22 27
■ Senju Trading (M) Sdn. Bhd. Selangor, Malaysia TEL. (60) 3-5191 66 70
■ Senju (Thailand) Co., Ltd. Bangkok, Thailand TEL. (66) 2-633-8585
■ Senju Solder (Phils) Inc. Rozario, Cavite, Philippines TEL. (63) 46-437-2720
■ Senju Metal (Hong Kong) Limited. Kowloon, Hong Kong TEL. (852) 23 76 33 19
 Shenzhen, P.R. China TEL. (86) 755-2518-1171
■ Senju Solnet Metal Co., Ltd. Shatin, N.T. Hong Kong TEL. (852) 26 82-2235
■ Senju Metal (Huizhou) Co., Ltd.  Huizhou, P.R. China TEL. (86) 752-252-2605
■ Beijing Senju Electronic Materials Co., Ltd. Beijing, P.R. China TEL. (86) 10-5924-2990
 Dalian, P.R. China TEL. (86) 411-8764-9298
■ Senju Metal (Shanghai) Co., Ltd. Shanghai, P.R. China TEL. (86) 21-6235-0178
 Suzhou, P.R. China TEL. (86) 752-252-2605
■ Senju Metal (Tianjin) Co., Ltd.  Tianjin, P.R. China TEL. (86) 22-8396-3569
■ Senju Metal Korea Co., Ltd. Gyeonggi-do, Korea TEL. (82) 31-323-4347
■ Senju Metal Industry Co., Ltd. Korea Branch Gyeonggi-do, Korea TEL. (82) 31-8005-5557
■ Senju Metal Industry Co., Ltd. Taiwan Branch  Kaohsiung, Taiwan, R.O.C. TEL. (886) 7-3985-201
■ Senju Metal Industry Co., Ltd. Kaohsiung Branch Kaohsiung, Taiwan, R.O.C. TEL. (886) 7-8152-878
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